
VEGA 750 PlusVEGA 600 Plus
Servo Driven High Speed Side Seal Bag Makers



•	 Wide	Range	of	Unwinders
•	 Film	Folding	Device	(A-Frame)
•	 Lip	Formation	+	Lip	Sealing
•	 Linear	Perforation	Assembly
•	 Tape	Applicator
•	 Dotted	Seal

•	 Attachments	on	Platform
	 •	 Round	Hole	Punch	(One	or	Two	Nos.)
	 •	 Hanger	(Euro	Hole)	Punch
	 •	 Pin	Hole	Punch
	 •	 Wicket	Hole	Punch
	 •	 Ejecto	Carry	Handle	Punch

•	 Ultrasonic	Knurling
•	 Strip	Insertion
•	 Auto	Stacker
•	 “V”	Cut	Attachment	(Cold	Cut)
•	 Customer	Special	Requirement

Model Vega 600 Plus Vega 750 Plus
Types	of	Webs	/	Films HM-HDPE	/	LDPE	/	LLDPE	/	PP	/	CPP	/	BOPP
Type of Film & Thickness	(microns) Maximum Minimum Maximum Minimum
•	HM-HDPE 80 10 80 10
•	LDPE	/	LLDPE 100 20 100 20
•	PP 75 20 75 20
•	CPP 75 20 75 20
•	BOPP 40 20 40 20
Film	Roll	Diameter Depends	on	Unwinder	slelction	(wide	range	of	Unwind	options	available)
Web	Width	(mm) 			600	# 150 			800	# 150
Draw	Length	(mm) 600 25 750 50
Maximum Speed* (cycles / minute) 300 325
Motors
Off-Wind AC	Motor AC	Motor
Film	Index	/	Film	Draw AC	Brushless	Servo AC	Brushless	Servo
Main	Drive	(Sealing	Head) AC	Motor AC	Motor
Product	Conveyor	Drive AC	Motor AC	Motor
General
Electrical	Power AC	3	Phase	220/240/380/415/480	±	6%	Volt,	50/60	Hz
Total	Connected	Load	 10 10
Air	Consumption	@	NTP	(	ltr.	/	minute) 500 500
Foot	Print	(L	x	W	x	H)	(mm) 4050	x	1400	x	1350	(w/o	Unwinder) 4050	x	1550	x	1350	(w/o	Unwinder)
Machine	Weight	(For	Basic	Machine) ~1.25	MT ~1.5	MT

A	value	for	money	Side	Weld	Bag	Makers,	a	perfect	balance	of	productivity	and	price.	At	325	strokes	/	minute,	it	can	
convert	PP/	LD-LLDPE	/	HDPE	materials	from	10	to	100	microns.	Solution	to	your	High	Speed	Side	Seal	requirements.
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..... Many more

# Maximum usable width of machines may be change with attachments.
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* Actual output depends on the type of Bag, Material, Thickness, Width & Draw-Length.
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Servo Driven High Speed Side Seal Bag Makers

VEGA 600 Plus VEGA 750 Plus

A t t a c h m e n t s :

Photographs may show attachments or accessories, which may not be part of the standard scope of supply.
The company reserves the right to modify, alter, change or substitute any feature & specifications which are subject to change without notice.

Survey	No.	423/P,	Sarkhej	-	Bavla	Highway,	Moraiya,
Tal.:	Sanand,	Dist.:	Ahmedabad	-	382213,	Gujarat,	INDIA.
Phone	 :	+91-2717-300700	•	E-mail	:	sales@mamata.com
Website	:	www.mamata.com

India Office & Works : USA Office :

2275,	Cornell	Ave.,	Montgomery,	IL-60538,	USA.
Phone	 :	+1	630	801	2320
Fax	 :	+1	630	801	2322
E-mail	 :	info@mamatausa.com
Website	:	www.mamatausa.com 09
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S p e c i f i c a t i o n s :


