




AVAILABLE OPTIONS:
Hygienic version with 316 stainless steel frame, 
NEMA 4X enclosure and IP-65+ components

Automatic Film Splicer 

Press-to-Close Zipper capability

Slider Zipper capability

Shaped Pouch Tooling 

Application Specific Wash Down / Rinse down
Option in filling section

Sloped top on electrical enclosure

Air conditioner for electrical enclosure, 1500 BTU

Nitrogen Gas Flushing

Additional Product depositor(s)

Dust Containment System in Filling area

Machine Top Covers

Custom discharge conveyor Options 

Additional Product Settler

Product Catch Tray

Servo Driven Pouch Guide / Bottom Support Way

Hang Hole Punch Assembly in Top Seal Area

Slit or V Notch type tear Punch

Water Chiller Unit 

Centralized Chain Lubrication System

CSA Certification

Integration with OEM Filling system

Integration with OEM with Printers

Integration with OEM Vision inspection systems

Integration with OEM Check Weighers

Integration with OEM Desiccant Feeders

TECHNICAL SPECIFICATIONS:
Film Reel Diameter - 610 mm (24 in.) Maximum

Film Reel Core
Diameter - 76 - 152 mm (3 - 6 in.)

Minimum Maximum

Web Width Range

M-200
M 245
M-260
M-300

200 mm
250 mm
280 mm
350 mm

700 mm
850 mm
850 mm
870 mm

Pouch Height Range

M-200
M-245
M-260
M-300

100 mm
140 mm
140 mm
175 mm

300 mm
360 mm
360 mm
360 mm

Pouch Width Range

M-200
M-245
M-260
M-300

100 mm
125 mm
140 mm
175 mm

200 mm
245 mm
260 mm
300 mm

Maximum Gusset Size

M-200
M-245
M-260
M-300

100 mm [50 mm+50 mm]
130 mm [65 mm+65 mm]
130 mm [65 mm+65 mm]
150 mm [75 mm+75 mm]

Maximum Mechanical 
Speeds

M-200
M-245
M-260
M-300

100 pouches / min*
80 pouches / min*
80 pouches / min*
70 pouches / min*

Power Consumption – 10 kW*

Maximum Load – 20 kVA*

Main Voltage – 230 / 480 Volts
AC / 3-ph./ 60 Hz

Air Consumption – Model Dependent

Noise Level – < 72 dB*

Safety Performance
Level – Level d per EN ISO 13849-1

Safety Category – Category 3 per EN 954-1

Machine Controller – Allen Bradley

HMI – Allen Bradley Touch Screen

Machine
Dimensions

M-200 6.5m L x 2.0m H x 1.6m W
~ 3600 kg (8,000 lbs.)*

M-245 7.5m L x 2.0m H x 1.7m W
~ 4000 kg (8,800 lbs.)*

M-260 7.5m L x 2.0m H x 1.7m W
~ 4000 kg (8,800 lbs.)*

M-300 8.4m L x 2.2m H x 1.9m W
~ 4400 kg (9,700 lbs.)*


