


TECHNICAL SPECIFICATIONS:
Description Minimum Maximum

Pouch Height (H) 140 mm 360 mm

Pouch Width (W) 125 mm* 300 mm*

Gusset Depth (G) 25 mm 75 mm

Mechanical Speeds * 60 Pouches / Minute*

Power Consumption 10 KW*

Maximum connected Load 20 KVA*

Main Voltage 480 Volts AC/3-Ph./60 Hz.

Air Consumption 1100 Liters / minute (40 CFM)*

Noise Level < 72 dB*

Safety Performance Level Level d per EN ISO 13849-1

Safety Category Category 3 per EN 954-1

Machine Controller Allen BradleyTM

HMI Allen BradleyTM Touch Screen

Machine Dimensions Available on request

AVAILABLE OPTIONS:
Sloped top on electrical enclosure
Air conditioner for electrical enclosure, 1500 BTU
High capacity Pouch Infeed
Nitrogen Gas Flushing
Additional Product depositor(s)
Dust Containment System in Filling area
Machine Top Covers
Custom discharge conveyor Options 
Additional Product Settler
Product Catch Tray
Servo Driven Pouch Guide / Bottom Support Way
Hang Hole Punch Assembly in Top Seal Area
Water Chiller Unit 
Centralized Chain Lubrication System
CSA Certification
Integration with OEM Filling system
Integration with OEM with Printers
Integration with OEM Vision inspection systems
Integration with OEM Check Weighers
Integration with OEM Desiccant Feeders


